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Unpacking the pallet:
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- The Heavyweight DuraWattle™ ships compressed 150 wattles per pallet for economical shipping and 
storage. That’s 6 bales of 300ft each for a total of 1800ft per pallet!
- Begin unpacking the pallet by cutting the light green straps holding the bales together.
- Remove the top bundle from the pallet.
- Cut the removed bundle’s straps to expose the DuraWattle™
- Remove the DuraWattle™ sections.
- You are now ready to install the Heavyweight DuraWattle™ on sidewalk, soil, or hard surface.
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Soil/Sidewalk: Hard Surface:
Shovel
Rake
Hammer
Spray Paint

Drill + Masonry Bit
Impact Driver
8ft long, 1”x4” wood planks
¼” 2 ¾” hex head concrete anchors

Materials Needed
For Installation:



Sidewalk Installation:
- Lay the Heavyweight DuraWattle™ in front of the installation site.
- Reach inside the open end of the wattle and use the supplied pins to puncture the plastic lining once. 
This allows air to enter the wattle and inflate the foam core. Allow time for the wattle to finish inflating.
- Dig a 3” deep, 6” wide trench behind the curb. Trenching may not be necessary if the curb already has 
sufficient cutback.
- Connect the interlocking ends of the DuraWattle™ to create a continuous barrier.
- Move the DuraWattle™ so the tail drapes into the trench.
- Secure the tail with pins every 4’ and at every connection point.
- Mark your pin placement with spray paint for easy removal in the future.
- Shovel or rake clean fill over the tail of the DuraWattle™
- Your site is now in compliance.
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Soil Installation:
- Lay the Heavyweight DuraWattle™ in front of the installation site.
- Reach inside the open end of the wattle and use the supplied pins to puncture the plastic lining once. 
This allows air to enter the wattle and inflate the foam core. Allow time for the wattle to finish inflating.
- Dig a 3” deep, 6” wide trench.
- Connect the interlocking ends of the DuraWattle™ to create a continuous barrier and move the
DuraWattle™ so the tail drapes into the trench.
- Secure the tail with pins every 4’ and at every connection point.
- Mark your pin placement with spray paint for easy removal in the future.
- Shovel or rake clean fill over the tail of the DuraWattle™
- Your site is now in compliance.

A
B-E

F
G

H-I
J
K
L

1627 Main Ave, Ste 4
Sacramento, CA 95838

(916) 922-9222
wtbinc.net

A

D

C

F

G

J

E

H

K

I

B

L

Sidewalk/Soil Removal:
The Heavyweight DuraWattle™ can be removed and 
reused over multiple sites. Using the spray paint 
marking as a guide, use the shovel to pop out the 
pin from under the tail. Pull up on the DuraWattle™ 
and it will come right out of the ground.



Hard Surface Installation:
- Lay the Heavyweight DuraWattle™ in front of the installation site.
- Reach inside the open end of the wattle and use the supplied pins to puncture the plastic lining once. 
This allows air to enter the wattle and inflate the foam core. Allow time for the wattle to finish inflating.
- Connect the interlocking ends of the DuraWattle™ to create a continuous barrier.
- Fold the tail of the DuraWattle™ in half.
- Place a 8 ft long, 1”x4” wood plank on the folded tail.
- Pre-drill holes with a masonry bit: 2 at the beginning, then one every 4 feet and one at the connection 
between the wattles.
- Secure the board with ¼” 2 ¾” hex head concrete anchors. Do not over-tighten.
- Your site is now in compliance. 
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DuraWattle™ Sidewalk
SWPPP Binder Insert



Definition:
The Heavyweight DuraWattle™ is a temporary, flexible sediment control barrier. Most commonly used for perimeter 
sediment control on construction sites, the DuraWattle™ is lightweight and is built to be driven over. The BMP is in-
stalled by digging a 6” x 3” trench behind the sidewalk, pinning the DuraWattle™ tail into the trench, and backfilling. 
The barrier is reusable over multiple job sites.

Purpose:
Sediment control barriers filter water runoff from a site and prevent sediment from escaping. In order to keep a 
construction site in compliance, water cannot carry sediment off site or into nearby drains. The DuraWattle™ solves 
that problem and prevents stormwater pollution. Effective at entrances and in high traffic, the DuraWattle™ rebounds 
after being driven over. The BMP is also durable and reusable over many job sites and may also be installed on hard 
surfaces such as pavement.

Applications:
The Heavyweight DuraWattle™ can be installed on sidewalk, soil, and hard surfaces. It is recommended to install 
around the entire perimeter of a project. Install with the tail section upstream, so water flows the proper direction 
through the barrier.

Specifications:
•  The outer mono-filament filter fabric has a flow rate of 100gpm/ft2 
•  ASTM D 7351 tests showed 96.6% sediment retention and 58% turbidity reduction.
•  Sections of the DuraWattle™ are 12’ long and connect together using an interlocking sleeve to create a   
 continuous barrier with no weak points.

Maintenance: 
After a major storm event, check sediment buildup around 
barrier. If significant sediment buildup has occurred, remove 
sediment to prevent overflow. Check if any sections have 
been destroyed. If destroyed, replace.

Heavyweight DuraWattle™
www.wtbinc.net/about-durawattle

(916) 922-9222 - Manufactured by WTB, Inc.
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Definition:
The Heavyweight DuraWattle™ is a temporary, flexible sediment control barrier. Most commonly used for perime-
ter sediment control on construction sites, the DuraWattle™ is lightweight and is built to be driven over. The BMP 
is installed by digging a 6”x3” trench, pinning the DuraWattle™ tail inside, and backfilling. The barrier is reusable 
over multiple job sites.

Purpose:
Sediment control barriers filter water runoff from a site and prevent sediment from escaping. In order to keep 
a construction site in compliance, water cannot carry sediment off site or into nearby drains. The DuraWattle™ 
solves that problem and prevents stormwater pollution. Effective at entrances and in high traffic, the DuraWat-
tle™ rebounds after being driven over. The BMP is also durable and reusable over many job sites and may also be 
installed on hard surfaces such as pavement.

Applications:
The Heavyweight DuraWattle™ can be installed on sidewalk, soil, and hard surfaces. It is recommended to install 
around the entire perimeter of a project. Install with the tail section upstream, so water flows the proper direction 
through the barrier.

Specifications:
•  The outer mono-filament filter fabric has a flow rate of 100gpm/ft2 
•  ASTM D 7351 tests showed 96.6% sediment retention and 58% turbidity reduction.
•  Sections of the DuraWattle™ are 12’ long and connect together using an interlocking sleeve to create a   
 continuous barrier with no weak points.

Maintenance: 
After a major storm event, check sediment buildup around 
barrier. If significant sediment buildup has occurred, remove 
sediment to prevent overflow. Check if any sections have 
been destroyed. If destroyed, replace.

Heavyweight DuraWattle™
www.wtbinc.net/about-durawattle

(916) 922-9222 - Manufactured by WTB, Inc.
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Definition:
The Heavyweight DuraWattle™ is a temporary, flexible sediment control barrier. Most commonly used for perime-
ter sediment control on construction sites, the DuraWattle™ is lightweight and is built to be driven over. The BMP 
is installed by folding the tail of the DuraWattle™ in half and securing it with a 1”x4” plank and hex head anchors. 
The barrier is reusable over multiple job sites.

Purpose:
Sediment control barriers filter water runoff from a site and prevent sediment from escaping. In order to keep 
a construction site in compliance, water cannot carry sediment off site or into nearby drains. The DuraWattle™ 
solves that problem and prevents stormwater pollution. Effective at entrances and in high traffic, the DuraWattle™ 
rebounds after being driven over. The BMP is also durable and reusable over many job sites.

Applications:
The Heavyweight DuraWattle™ can be installed on sidewalk, soil, and hard surfaces. It is recommended to install 
around the entire perimeter of a project. Install with the tail section upstream, so water flows the proper direction 
through the barrier.

Specifications:
•  The outer mono-filament filter fabric has a flow rate of 100gpm/ft2 
•  ASTM D 7351 tests showed 96.6% sediment retention and 58% turbidity reduction.
•  Sections of the DuraWattle™ are 12’ long and connect together using an interlocking sleeve to create a   
 continuous barrier with no weak points.

Maintenance: 
After a major storm event, check sediment buildup around 
barrier. If significant sediment buildup has occurred, remove 
sediment to prevent overflow. Check if any sections have 
been destroyed. If destroyed, replace.

Heavyweight DuraWattle™
www.wtbinc.net/about-durawattle

(916) 922-9222 - Manufactured by WTB, Inc.
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